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Marchio / Brand KOS Classe / Class  K-OUT

Vasca a incasso con bordo a sfioro, realizzata con strati sovrapposti di resine poliestere e vinilestere e finitura in gelcoat, telaio di

supporto in acciaio zincato poggiato su piedini regolabili e copertura del canale di sfioro mediante sistema di piastre in acciaio inox da

rivestire con finitura personalizzabile, non inclusa.

Sistemi tecnici e vasca di compenso posizionati entro il perimetro della vasca.

Riscaldamento acqua elettrico con predisposizione per riscaldamento a scambiatore.

Equipaggiamenti disponibili di serie: N° 1 seduta blower con 15 ugelli / N° 1 idromassaggio lineare “gamba/plantare” / N° 4 postazioni

idromassaggio equipaggiate con 5 bocchette ciascuna con diversi tipi di getti / N° 4 fari a led RGB per illuminazione acqua / Comando

sistemi con sensore ad infrarossi / Sistema di filtraggio completo di vasca di compenso, pompa di ricircolo e quadro di comando.

Colore bianco.

Dimensione vasca: 3600 mm x 1800 mm xh. 1100mm 

Area ingombro piastre: 4250 mm x 2450 mm

 

Built-in pool with spillway edge, made of superimposed layers of polyester and vinylester resins with a gelcoat finish, stainless steel

support frame resting on adjustable feet, and spill channel covered with a system of stainless steel plates with custom finishing as

desired, not included. Technical systems and skimmer positioned within the perimeter of the tub.

Water heating by electrical heating system and pre-arrangement for heat-exchanger.

Standard equipment: N° 1 blower position equipped with 15 blower jets / N° 1 leg/footbed linear whirlpool system / N° 4 positions for

whirlpool system with 5 micro whirlpool jets each / N° 4 RGB led light for water lighting / Control systems by means of infrared sensors

/ Filtration system complete with skimmer, pump and control panel.

White color.

Pool size: 3600 mm x 1800 mm xh. 1100mm 

Plate footprint area: 4250 mm x 2450 mm

FARAWAY POOL

Pool Faraway all-in. A incasso, con piastre. / Faraway pool all-in. Built-in version, with plates.9P3BIRE   
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Disegno Complessivo / Overall Drawing

FARAWAY POOL

9P3BIRE   
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Strati sovrapposti di resine poliestere e vinilestere e finitura in gelcoat. / Superimposed layers of polyester and vinylester resins with a gelcoat finish.

Materiale / Material

Per la pulizia delle superfici utilizzare panni morbidi e prodotti neutri adatti al materiale della vasca: essi sono facilmente
reperibili in qualsiasi negozio specializzato: seguire le istruzioni di utilizzo indicate nell’etichetta del prodotto utilizzato.
Terminare sempre con una perfetta asciugatura preferibilmente con pelle di daino. 
Evitare nel modo più assoluto panni e detergenti abrasivi, aggressivi (es. solventi o acetone) o a base alcolica. Non
utilizzare prodotti anticalcare in quanto troppo aggressivi. Per ristabilire la brillantezza delle superfici o eliminare macchie
resistenti (es. nicotina), è possibile passare del polish per carrozzeria steso con dell’ovatta.
Per tutte le altre informazioni sulla manutenzione ed il trattamento dell'acqua si rimanda al Manuale Tecnico di
Installazione, Uso e Manutenzione.
 
To clean the surfaces, use soft cloths and neutral products suitable to the minipool materials: they are readily available in
any specialized shop; follow the instructions for use found on the label of the product used. Always finish by drying it
perfectly, possibly with chamois leather.
Avoid using abrasive, aggressive (e.g. solvents or acetone) or alcohol-containing detergents or cloths. Do not use
limescale-removing products because too aggressive. To restore the shine of the surfaces or eliminate resistant spots
(e.g. nicotine), use car polish and some cotton wool.
For all other information on water maintenance, care and treatment, refer to the Technical Installation, Use and
Maintenance Handbook.

Pulizia / Cleaning

FARAWAY POOL

Peso ( Kg )   Weight ( lb )

Volume ( dc3 ) - ( in3 )

h ( mm ) -  ( in )

800,00 ( Kg ) 1763,68 ( lb )

0,00 ( in3 )0,00 ( dc3 )

61,02 ( in )

90,55 ( in )

200,79 ( in )

1550,00 ( mm )

2300,00 ( mm )

5100,00 ( mm )

L1 ( mm ) -  ( in )

L2 ( mm ) -  ( in )

Pesi e Misure / Weights and Sizes 9P3BIRE   
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RK5115: Copertura leggera per pool Faraway. / Light

cover for Faraway pool.

RK5116: Copertura termica per pool Faraway. /

Thermo insulation cover for Faraway pool.

FARAWAY POOL

Proposto con / Proposed with9P3BIRE   
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